
Ventilation
In line with ASHRAE guidance and seasonality 
requirements, JBG SMITH buildings introduce 

fresh air throughout the day. As a standard 
practice, we conduct a morning flush 30 

minutes prior to occupancy. 

Cleaning

Filtration
JBG SMITH buildings are equipped with 

a minimum of MERV 13 filters to reduce 
contaminants in the air to protect your health.

Tenant Service Center
Our team of engineers monitor, control, 
and optimize air quality and energy 

consumption from one location 24/7/365

Anatomy of a Healthy Building

Humidity & Temperature
Humidity & temperature levels impact the comfort  
level of a room; and, levels that are too high have been 
known to lead  to mold growth. JBG SMITH buildings 
monitor humidity & temperature levels to maintain 
ASHRAE and EPA-recommended range.

Touchless Technology
JBG SMITH has installed features and technologies in our 
buildings that reduce touchpoints, which helps decrease 
the chances of spreading germs and other microbes.

Air & Water Quality
JBG SMITH proactively tests air & water 
quality annually. We regularly test Indoor 
Air Quality (IAQ) for pollutants like airborne 
particulates, VOCs and CO2.  We also routinely 
conduct water tests for legionella and lead.

Visit https://www.jbgsmith.com/covid for more information.

In partnership with our environmental consultant, 
HP Environmental, JBG SMITH has developed a  

strategy for cleaning, disinfecting, and 
sanitizing the common areas and high-touch  

surfaces in our buildings.


